Geely Falcon and X1 Simple Assembly Retro SE
Once scooter is uncrated and all packing materials are removed prop the scooter up on the center stand and place something under scooter so it will not rock back and forth. 

Place spacer in wheel center on the rotor side of wheel. 

Line up speed-o-meter cable with slots on wheel and line up with shock on this side first and push axle through. Or start with brake side if this is easier. Sometimes this is better. Losen speed cable in wiring if its too tight to prevent it from breaking right away.
The brake caliper may be removed to place tire on but is un necessary. Just remove lock spacer in between 
Brake shoes first. Twist the shock to allow to line up with hole for axle and put nut on other end of axle.
Retro SE has drum brake instead of disc basically the same procedure. 
Fill battery with solution leave sit for 30 minutes open and then cover and place on charge till fully charged with a 2 amp or trickle charge. Do not use a charger over 2 amps. This will take about 30 minutes.
Place handle bars on center bar and line up with bolt and washer to secure.

Always start scooter on center stand when cold to prevent scooter from taking off while giving gas.

Front cover should be plugged in for light and glided on from the bottom to the top and secured with two self taping screws. Also free up the speed cable so strain is put on it while turning front wheel to prevent it from breaking.
Install battery and turn scooter on with key. There are two red wires (push back shrink tube to see second red wire) for the positive side and one negative black wire While pulling back either brake give the scooter a couple of turns on gas and press yellow start button for no more than a count of 4. You may have to be aggressive with gas to get started and restrict air flow for more choke.

Fill the scooter with high octane gas.

Inspect the scooter for any loose or dangling parts.

Check wiring harness in front before putting on front panel.

The air flow into the air filter may be restricted to choke the scooter more when first starting.

Starter fluid may be sprayed into air tube tube for hard starts. Also look for vacuum line being disconnected here plus any gas lines disconnected form carb. There are loose vacuum lines and two tubes one for air filter the other for transfer case. 

Please call us if you get stuck or need help 301.576.1874
Mirror Wiring

Right mirror- red to light blue

              Bright blue to brown

Left mirror- red to orange

             Bright blue to brown

Do not run your scooter full throttle for first 200km during break in, if battery is not charged fully it will not last more than a week, alos in cold weather or not using scooter for even a short period will drain battery. Always start scooter on center stand, keep gas full do not run to empty, you may change spark to an NGK Spark Plug Four Stroke Scooter C7HSA for better performance gap at .025 also a good way to get a lot of info on your scooter plus find ways to get it to run better and trouble shoot any problems I sthe Geely Group you may sign up on our site and post questions and get answers right away to any problems you might have straight form owners of these scooters.
You will want to change engine oil and trans oil at 500km or miles with 10w30 or oil weight that is good for your climate. Do not over fill trans only takes 100ml and must be injected in with a cooking syringe, all necessary components for oil changes can be found on our site.
